





SCREENS

FLOOR STANDING

Floor Screens are used to break up the appearance and absorb sound in an open plan
office environment and provide the operators with an element of seclusion and privacy.

2 and 4

2 and 4 screen linking
devices used to connect
screens together.

Screen Support

Screens can utilise the desk
as support or can be self
supporting using a bar foot.
(Supplied as standard).

Foam Backed

Additional foam layer
between outer fabric and
MFC core.

e 25mm Core MFC core material, base for
40mm overall depth.

e Additional foam layer between outer fabric
and MFC core.

e Screens can utilise the desk as support or
can be self supporting using a bar foot.

e Screen feet supplied as standard

Colours available in a number of fabric
options. Please add suffix when ordering.
eg: 208 in Blue = 208-B

Other colours available. POA.




SCREENS

PRODUCT OVERVIEW

I 1200MM HIGH SOLID FLOOR SCREEN

* MFC core material, base for 40mm .
overall depth ‘
¢ Additional foam layer between outer A: 800/1000/1200
fabric and MFC core ‘ i /1400/1600/1800

" 0 B:1200

Available Finish: See colour swatches

I 1500MM HIGH SOLID FLOOR SCREEN

* MFC core material, base for 40mm
overall depth

¢ Additional foam layer between outer
fabric and MFC core

A: 800/1000/1200
/1600/1800
B: 1500

Available Finish: See colour swatches

I 1800MM HIGH SOLID FLOOR SCREEN

* MFC core material, base for 40mm & Aﬁ o
overall depth ‘ o

* Additional foam layer between outer 13 | A: 800/1000/1200
fabric and MFC core C ] /1400/1600

‘ i ] B: 1800

Available Finish: See colour swatches

I LINKING STRIPS

2-2 panel linking strips used for connecting 2 screens together.
4-4 panel linking strips used for connecting 4 screens together

Available Finish: Black only

2-2 Strip

4-4 Strip
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